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SUMMARY OF OECD TEST IOO7-NEBRASKA SUMMARY 091
SAME EXPLORER TODT DIESEL
ALSO AGCO ALLIS 5670 DIESEL
ALSO AGCO ALLIS 6670 DIESEL
12 SPEED
POWER TAKE-OFF PERFORMANCE Location of Test: I.S.M.A. Treviglio Via Milano,
Gal/hr Mean Atmosphcric
43 ltaly
Dates of Testr January, 1986
Manufacturer: SAME TRATTORI S.p.A. V.le
Cassini 15, 24047 Treviglio (BG) Italy
FUEL AND OIL: Fuel Ño. 2 Diesel Cetane No.
NA Specific gravity converted to 60'/60'F (I5'l
I5'C) 0.837 Fuel weight 6.98 lbs/gal (0.835 hgll)
Oil SAE 30 Oil consumption for l0 hours NA
Transmission lubricant AGIP ROTRA THT Front
axle lubricant AGIP ROTRA THT API GL-3
Conditions











Rated Engine Speed-(PTO speed-1028 rpm)
3.69 0.409 17.06
(13.98) (0.249) (t.J6)




VARYING POWER AND FUEL CONSUMPTION






















ENGINE: Make SAME Diesel Type four cyl-
inder vertical Serial No. 1000.44 10045 Crank-
shaft lengthwise Rated engine speed 2350 Bore
and stroke 4.134" x 4.547' (105 mm x 115.5 rnm)
Compression ratio 17. I to I Displacement 244 cu
in (4000 ml) Slalfüng system l2 volt Lubrication
pressure Air cleaner two paper elements Oil filter
one full flow cartridge Fuel filter one paper ele-
ment Muffler vertical Cooling medium temper-
ature control air cooled.
CHASSIS: Type front wheel assist Serial No.
10030 Tread width rear 59.1' (1500 rnm) to 78.7"
(r,000 mm) front 59.1" (1500 mm) to 78.7" (2000
mm) Wheel base 89.8" (2280 mm) Transmission
selective gear fixed ratio Nominal travel speeds
lmph (kml h) fi rst 0.76 ( 1 . 2 3 ) second 1 .02 ( 1 .6 4 ) thir d
1.34 (2. 1 6) fourth 1.78 (2.8 7 ) fifth 2.44 ( 3 .9 3 ) sixth
3.25 (5.23) seventh 4.29 (6.90) eighrh 5.69 (9.16)
ninth 7.40 (11.91) tenth9.85 (15.85) eleventh 12.90
(20.76) twelfth 17.25 (27.76) reverse 0.80 (1.28),
t.ot (r.62), r.40 (2.25), 1.86 (2.ee), 2.54 (4.0e),
3.35 (5.45), 4.41 (7.1e), 5.93 (e.55), 7.7t (12,41),
t0.26 (16.51), 13.53 (21.78), t7.96 (28.91) Clutch
single dry disc hydraulically operated by foot pedal
Brakes multiple wet disc hydraulically operated by
two foot pedals which can be locked together
Steering hydrostatic Power take-off 540 rpm at
2083 engine rpm and 1000 rpm at 2285 engine
rpm Unladen tractor mass 6545 lb (2970 kg).
REPAIRS AND ADJUSTMENTST No repairs
or adjustments.
REMARKS: All test results were determined
from observed data obtained in accordance with
ofñcial OECD test procedures. The performance
figures on this summary are taken from a test con-




























Maximum Torque 176.0 lb.-fr. Qt8.7 Nø) at 1266 rpm



































Maximum Power-9th (lF) Gear










75% olPull at Maximum Power-9th (lF) Gear
7.96 2423 5.2 0.539 12.94 72











õ07o of Pull at Maximum Power-9th (lF) Gear
8.08 24ú6 4.2 0.595 rt.73 70









76Vo ofPúl at Reduced Engine Speed-l0th (2F) Gear
7.95 1816 5.2 0.436 15.99 70









507o of Pull at Reduced Engine Speed-l0th (2F) Gear
8.08 1874 3.1 0.483 t4.47 68
(13.00) (0.2e4) (2.85) (20)
THREE POINT HITCH PERFORMANCE
(OECD Static Test)
We, the undersigned, certify that this is a true
summary of data from OECD Report No. 1007,




R. D. GRISSO JR.
L. L. BASHFORD
Board of Tractor Test Engineers
inch fnfn
DRAWBAR PERFORMANCN














































































































Rer Tires -No., size, ply & psi (kPa)







Two 16.9R30: 6; 19 (130)
Two 12.4R24; 6;25 (170)
22.5 in (570 nn)
3790 lb (1720 hg)
2755 lb (1250 hg)
654s lb (2970 hg)
CATEGORY: II
Quick Attach: none
Maximum Force Exerted Through Whole Range:
i) Opening pressure of relief valve:
Sustained pressure of the open
relief valve:
ii) Pump delivery rate at minimum pressure:







2655 psi (183 bar)
9.5 GPM (36 llmin)
8.6 GPM (32.5 llnin)
2425 psi (167 bar)
























































HITCH DIMENSIONS AS TESTED-NO LOAD * PTO is above rear axle
Agricultural Research Division
Institute of Agriculture and Natural Resources
University of NebraskæLincoln
Darrell Nelson, Dean and Director
J
